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PICCHIO
HP 50/80 - kW 37/60

Trinciatrice forestale progettata per 
lavorare minipale con potenze da 50 a 80 
CV. Robusta struttura con acciaio Hardox 
nei punti di maggiore usura garantisce 
una durata ottimale anche negli ambienti 
più difficili. Taglia il materiale fino al 
diametro di 15 cm. Non necessita di high 
flow per il funzionamento.

EQUIPAGGIAMENTO STANDARD: 
•	 Piastra di attacco universale tipo Bobcat
•	 Tubi idraulici di lunghezza 2 m e innesti 

rapidi faccia piana
•	 Sistema DCR bite limiter con profili 

antiusura in hardox 450
•	 Rotore DCR con utensili fissi reversibili a 

doppio inserto
•	 Controcoltelli all’interno della carcassa 

per una triturazione del materiale molto 
fine

•	 Catene e gomma telata posteriori
•	 Senza sportello anteriore
•	 Accumulatore di azoto, con funzione 

antishock, per assorbire i picchi di 
pressione

•	 Motore a pistoni in cilindrata fissa da 34 
cc opp. 47 cc

•	 Valvola 3 funzioni: antishock - 
anticavitazionale - lim. portata

•	 Abbattirami meccanico
•	 Singola trasmissione a 3 cinghie

Note equipaggiamento
• Distributori idraulici richiesti da 2 a 6 * Approssimativo	 ** Utensili fissi senza riporto al tungsteno

MODELLO POTENZA LARGHEZZA 
LAVORO

INGOMBRO
TOTALE DENTI** PORTATA

PRESSIONE 
DI ESERCIZIO 

MAX.
PESO*

1300 50/65 37/49 1300 1520 26 10/100 280 620

1500 65/80 49/60 1500 1720 30 70/100 280 690

15 cm

Forestry mulcher designed to work skid 
steer loaders with power from 50 to 80 
hp. Robust construction with Hardox 
steel at the points of greatest wear 
ensures optimum durability even in the 
harshest environments. Cuts material 
up to a diameter of 15 cm. Does not 
require high flow for operation. 

 
STANDARD EQUIPMENT: 
•	 Bobcat-type universal hitch plate
•	 2 m long hydraulic hoses and flat face 

quick couplers
•	 DCR bite limiter system with hardox 

450 wear profiles
•	 DCR rotor with fixed reversible 

double-insert tools
•	 Counterknives inside the housing for 

very fine shredding of material
•	 Rear chains and cloth rubber
•	 No front door
•	 Nitrogen accumulator, with anti-shock 

function, to absorb pressure peaks
•	 Piston motor in fixed displacement of 

34 cc or 47 cc
•	 Valve 3 functions: antishock - anti-

cavitation - flow rate limiting
•	 Mechanical bumper 

Single 3-belt transmission
 
Equipment notes
•	 Required hydraulic distributors from 

2 to 6 

FORESTALE DI SUPERFICIE - FORESTRY MULCHER

* Approximate	 ** Fixed tools without triple cardbide insert

MODEL POWER WORKING 
WIDTH

TOTAL 
FOOTPRINT TEETH** FLOW RATE PRESSURE

SET MAX. WEIGHT*

HP kW mm mm n° - No. l/min bar Kg


