
50 SHORT | VALENTINI 2025The images are for illustrative purposes only, intended to present the product, and may vary due to design changes

25 cm

* Approssimativo 	 ** Utensili fissi reversibili a doppio inserto

DAINO
HP 120/160 - kW 90/119

Trinciatrice forestale alta potenza, per 
cespugli, rami e alberi da tagliare max. 
diametro di 25 cm, Macchine dotate 
di impianto idraulico ad potenza 
e circuito idralulico dedicato, con 
potenze da 120 a 160 hp.

EQUIPAGGIAMENTO STANDARD: 
•	 Attacco rapido universale
•	 Sportello anteriore idraulico
•	 Motore a pistoni cilindrata fissa da 

80 cc
•	 Valvola 3 funzioni: antishock - 

anticavitazionale - lim. portata
•	 Slitte laterali di appoggio regolabili 

con lamiera antiusura in hardox
•	 Rotore a utensili reversibili a doppio 

inserto
•	 Manometro per controllo pressione 

integrato
•	 Accumulatore di azoto, con funzione 

antishock, per assorbire i picchi di 
pressione

•	 Singola trasmissione a 5 cinghie

Note equipaggiamento
• Distributori idraulici richiesti da 2 a 6

MODELLO POTENZA LARGHEZZA 
LAVORO

INGOMBRO
TOTALE DENTI** PORTATA PRESSIONE DI 

ESERCIZIO PESO*

1800 120 / 140 90 / 105 1800 2050 39 150 / 200 350 1490

2000 120 / 160 90 / 119 2000 2250 45 150 / 200 350 1680

2200 120 / 160 90 / 119 2200 2500 51 150 / 200 350 1890

* Approximate 	 ** Fixed reversible double insert tools

FORESTALE DI SUPERFICIE - FORESTRY MULCHER

High power forestry mulcher, for 
bushes, branches and trees to be cut 
max. diameter of 25 cm, Machines 
equipped with power hydraulic system 
and dedicated hydralulic circuit, with 
power from 120 to 160 hp. 
 
STANDARD EQUIPMENT: 
•	 Universal quick hitch
•	 Hydraulic front door
•	 80 cc fixed displacement piston motor
•	 3-function valve: antishock - 

anticavitation - flow rate limiting
•	 Adjustable side support skids with 

hardox wear plate
•	 Reversible tool rotor with double 

insert
•	 Pressure gauge for integrated 

pressure control
•	 Nitrogen accumulator, with antishock 

function, to absorb pressure peaks
•	 Single 5-belt transmission 

Equipment Notes 
• Required hydraulic distributors 2 to 6

MODEL POWER WORKING 
WIDTH

TOTAL 
FOOTPRINT TEETH** FLOW RATE PRESSURE

SET WEIGHT*

HP kW mm mm n° - No. l/min bar Kg


